CE 120 – FASTENER TESTING
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	Data Recorder:
	
	


3/8”-16 Bolt, Hardness Testing Data  (ASTM F606 Section 3.1)
	Test Location
	Hardness Reading
	
	Hardness Test Used


	
	Draw Your Bolt and Label Testing Locations

	Location 1:
	
	
	
	
	

	Location 2:
	
	
	
	
	

	Location 3:
	
	
	
	
	

	Location 4:
	
	
	
	
	

	Location 5:
	
	
	
	
	

	Average hardness:
	
	
	
	
	

	Estimated tensile strength (from wall chart):
	ksi
	
	
	
	


3/8”-16 Bolt, Tension Testing Data  (ASTM F606 Section 3.4)

	Measurements
	

	    Major diameter, D:
	in

	    Threads per inch, N:
	tpi

	Experimental Data
	

	    Exposed threads:
	

	    Crosshead speed:
	in/min

	    Maximum load, Fmax:
	lb

	Calculated Results
	

	    Thread stress area, As:
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	    Tensile strength, Sut:
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Nut or Washer, Hardness Testing Data

    nuts: ASTM F606 Section 4.1
    washers: ASTM F606 Sections 5.1-5.4
	Test Location
	Hardness Reading
	
	Hardness Test Used


	
	Draw Your Fastener and Label Testing Locations

	Location 1:
	
	
	
	
	

	Location 2:
	
	
	
	
	

	Location 3:
	
	
	
	
	

	Location 4:
	
	
	
	
	

	Location 5:
	
	
	
	
	

	Location 6:
	
	
	
	
	

	Location 7:
	
	
	
	
	

	Location 8:
	
	
	
	
	

	Location 9:
	
	
	
	
	

	Location 10:
	
	
	
	
	

	Average hardness:
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