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An infrared perfect absorber based on a gold nanowire metamaterial cavities array on a gold ground plane is
designed. The metamaterial made of gold nanowires embedded in an alumina host exhibits an effective permittivity
with strong anisotropy, which supports cavity resonant modes of both electric dipole and magnetic dipole. The
impedance of the cavity modes matches the incident plane wave in free space, leading to nearly perfect light
absorption. The incident optical energy is efficiently converted into heat so that the local temperature of the absorber
will increase. Results show that the designed absorber is polarization-insensitive and nearly omnidirectional for the
incident angle. © 2013 Optical Society of America
OCIS codes: 160.3918, 300.1030, 300.6340, 310.6628.

Metamaterials with artificial structured composites can
exhibit intriguing electromagnetic phenomena, such as
negative refraction [1], invisible cloaking [2], near-zero
permittivity [3], and indefinite cavities [4,5]. The macro-
scopic properties of metamaterials can be tailored flex-
ibly by designing artificial meta-atoms. Typically, it is
desirable to reduce the energy dissipation in metamate-
rials in order to enhance their optical performance.
However, the energy loss in a metamaterial can also
be utilized to achieve perfect light absorption. After
demonstration of the first metamaterial absorber in
microwave frequency [6], absorbers working at higher
frequencies, such as terahertz and infrared range were
designed and demonstrated [7–13], and they hold great
promise in light harvesting, thermal detection, and
electromagnetic energy conversion.
Here a design of a metamaterial absorber based on

nanowire metamaterial cavities is proposed, as shown
in Fig. 1. Periodic nanowire metamaterial cavities with
a period of P � 600 nm are grounded by a 150 nm thick
gold film on a glass substrate. In each cavity, 6-by-6 gold
nanowires with radius r0 and center-to-center distance
D � 60 nm are embedded in an alumina host with a cube
geometry of L � 360 nm and h � 130 nm. Finite-element
method simulation is performed to obtain the reflection
spectrum R. And the absorption spectrum A is A � 1 − R,
since the transmission is exactly zero due to the thick
gold ground plane. The permittivity of gold is described
by Drude model εm�ω� � 1 − ω2

p∕ω�ω� iγ0� with plasma
frequency ωp � 1.37 × 1016 rad∕s and bulk collision fre-
quency γ0 � 4.08 × 1013 rad∕s. The permittivity of alu-
mina is εd � 3.0625.
The absorption spectrum of the nanowire metamate-

rial cavities array with r0 � 12.5 nm at normal incidence
is shown as the dark (blue) curve in Fig. 2(a). Perfect
light absorption is achieved at 195.9 THz, together with
a smaller absorption peak at 143.5 THz. According to the
effective medium theory (EMT), the gold nanowires em-
bedded in the alumina host can be regarded as an
anisotropic medium with the following permittivity
components [14]:

εx � εy � εd
�1� f m�εm � �1 − f m�εd
�1 − f m�εm � �1� f m�εd

;

εz � f mεm � �1 − f m�εd; (1)

where f m � πr20∕D
2 is the volume filling ratio of gold

nanowire. The EMT simulated absorption spectrum is
shown as the gray (red) curve in Fig. 2(a), and the slight
shift of absorption peaks compared to the realistic nano-
wire structures is attributed to the weak nonlocal
effects [15].

The magnetic field profiles Hy in the x–z plane of the
cavity resonant modes are shown in Fig. 2(b), where the
m � 1 mode with one magnetic field peak along the x
direction is located at the perfect absorption frequency;
while the m � 3 mode corresponds to the weak absorp-
tion resonance. In the x–y plane, the magnetic field pro-
files are homogeneous along the y direction for both
modes. The m � 2 mode is absent at normal incidence
due to the structural mirror symmetry (with respect to
the y–z plane) of the metamaterial cavities. The mecha-
nism of perfect light absorption for the m � 1 mode can
be understood as the cavity mode supports the electric
dipole resonance and the magnetic dipole resonance si-
multaneously. As shown in Fig. 2(c), the divergence and
convergence of the electric field at the top left and top
right corners of the metamaterial cavity imply the accu-
mulation of polarized positive charges and negative
charges (with ∇ • E⃗ � ρ∕ε0, where ρ is the polarized
charge density), which serves as a strong electric dipole.

Fig. 1. (Color online) Schematic of the nanowire metamaterial
cavities array with a gold ground plane on a glass substrate.
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Figure 2(d) shows the distribution of displacement
current D, with ∂D∕∂t � −iωD � −iωεE. A strong dis-
placement current is found inside the grounded gold film
due to the large negative permittivity of metal. Antipar-
allel displacement currents are formed between the
nanowire cavity and the gold ground plane, resulting in
a strong magnetic dipole resonance, which is also shown
in Fig. 2(b). The presence of both electric resonance and
magnetic resonance can result in matched impedance to
the free space, leading to negligible reflection, i.e., per-
fect absorption of incoming light. The specific effective
impedance can be derived after computing the complex
eigenfrequency of our nanowire cavity [16]. The eigen-
frequency of our absorber is calculated to be f 0 − i � f i �
�196.5 − i � 3.23� THz. Here f 0 implies the peak
absorption frequency [in agreement with the absorption
spectrum Fig. 2(a)], and the damping frequency f i (re-
lated to the absorption bandwidth) is actually composed
of two parts: radiative damping f iR and resistive damping
f iQ. By computing the outflow power and resistive power
of the eigenmode [16], f iR and f iQ turn out to be 1.653 and
1.574 THz, respectively. Then the impedance at the res-
onance f 0 is given by Z � Z0 � f iR∕f iQ � 1.05Z0, match-
ing with the free-space impedance Z0. The current
absorber works in a narrow bandwidth due to the reso-
nance nature of light absorption. Broadband absorption
can be designed with either mixed multiple resonators or
a single multimode resonator [11–13].
The absorbed light will eventually be converted into

heat due to the resistive loss of the gold nanostructure,
which works as a nanoscale heat source to increase the

local temperature inside the metamaterial cavities. The
absorption quality factor is defined as the ratio of peak
absorption frequency to the absorption bandwidth (full
width at half-maximum), which agrees with the definition
based on total energy stored and energy dissipated per
cycle [17]. As shown in Fig. 2(a), the absorption quality
factor is about 30, which means the optical energy will
be transferred to electrons within 30 optical cycles
(∼150 fs). Then electron-lattice relaxation occurs, giving
rise to the heating of gold nanostructure. Subsequently,
heat is conducted to surrounding materials, and eventu-
ally reaches the thermal equilibrium. At the thermal equi-
librium, heat transfer equation ∇ · �−k∇T� � q can be
solved to achieve the temperature distribution T , where
k is the thermal conductivity and q is the heat power
density generated from the light absorption, q�r� � �ω∕
2�Im�ε�ω��ε0jE�r�j2. With a background temperature of
20°C, Figs. 2(e) and 2(f) show the distributions of the
heat power density and the temperature, when the
absorber is irradiated by incident light with an optical
power intensity of 138.9 μW∕μm2 (corresponding to an
incident power of 50 μW per unit cell area). Since heat
generation is proportional to Im�ε�ω��jE�r�j2, all the heats
are generated inside the gold nanostructure, while the
strongest heat power density is located at the bottom
of the left and right nanowires where the electric field
is largest, as shown in Fig. 2(e). The generated heat will
be conducted away from gold nanowires into the sur-
rounding alumina, air, and glass substrate, leading to
the increase of local temperature as high as 19.2°C
[Fig. 2(f)], although the incident light is pretty weak.
Since the thermal conductivity of gold is much larger
than its surrounding materials, an almost uniform tem-
perature distribution is observed inside the gold struc-
tures and a large temperature gradient is located in
the glass substrate. The temperature variation is related
to the incident optical power linearly.

The impedance matching condition is critical for
obtaining perfect light absorption, so it is expected that
f m will largely affect the performance of the metamate-
rial absorber. Figure 3 shows the dependence of absorp-
tion spectra on f m at normal incidence with different
collision frequencies of gold γ, where the variation of
the filling ratio is derived by tuning the radius of the gold
nanowires from r0 � 10 nm to r0 � 20 nm. Considering
that the collision frequency γ increases a lot due to the
inevitable surface roughness of the fabricated sample,
numerical simulations with γ � γ0 and γ � 3γ0 are shown
in Figs. 3(a) and 3(b). For γ � γ0, perfect absorption
is obtained around f m � 0.14. For γ � 3γ0, perfect

Fig. 2. (Color online) (a) Absorption spectrum of nanowire
metamaterial cavities array with r0 � 12.5 nm at normal inci-
dence. (b) Magnetic field profiles of the m � 1 and m � 3 res-
onant modes. (c), (d) Intensity and direction of (c) electric field
and (d) displacement current form � 1mode at y � 0. (e) Heat
power density and (f ) temperature distribution form � 1mode
at y � 30 nm.

Fig. 3. (Color online) Dependence of absorption spectra on
metal filling ratio at normal incidence with different collision
frequencies of gold, (a) γ � γ0 and (b) γ � 3γ0.
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absorption occurs at a larger filling ratio around
f m � 0.25. The absorption spectra of γ � 3γ0 show much
broader bandwidth compared to those of γ � γ0. The
existence of the optimized metal filling ratio for perfect
absorption can be understood as follows: when f m is
smaller than the optimized value, the imaginary parts
of the εeff and μeff corresponding to the nanowire struc-
ture are not sufficiently large to totally absorb the
incident light, and when f m is larger, the impedance can-
not match the free space, both of which result in low light
absorption. By comparing the absorption spectra of the
two collision frequencies, it is also found that the reso-
nance for the m � 3 mode becomes much weaker at γ �
3γ0 since high-order resonance is very sensitive to
material loss. Besides, there is an additional resonance
peak between the m � 1 and the m � 3 modes at large
filling ratios (f m > 0.22) when γ � γ0. This is a high-order
mode oscillating along the y direction.
Since the metamaterial cavities array possesses four-

fold rotation symmetry in the x–y plane, it is polarization-
independent at normal incidence. For oblique incidence,
however, the absorption performance will depend on the
polarization. The incident electromagnetic field configu-
rations of transverse electric (TE) polarization or trans-
verse magnetic (TM) polarization are shown in Figs. 4(a)
and 4(b). And the absorption spectra for both polariza-
tions at two different collision frequencies are shown
in Figs. 4(c)–4(f). The absorption of TE polarized light
will decrease gradually as the incident angle θ increases,
while the peak absorption frequency remains the same.
The absorption of TM polarized light, on the other hand,
decreases in a slower way than that of TE polarized
light, while the peak absorption frequency slightly shifts
with the growth of the incident angle. Nevertheless, the

absorption remains strong for an incident angle up to 80°
for both polarizations. An additional absorption peak is
noted for an incident angle larger than 40° in Figs. 2(d)
and 2(f), which is them � 2mode excited by the oblique
incident light.

In conclusion, an infrared perfect absorber based on
a nanowire metamaterial cavities array is proposed
and demonstrated. The cavity resonant mode with mode
order m � 1 is utilized to excite both the electric dipole
and the magnetic dipole simultaneously, to match the
impedance of the free space. The strong optical loss in
nanowires results in the light absorption, which gener-
ates heat and increases the local temperature in the
absorber. The influence of the metal filling ratio and col-
lision frequency on absorption performance is also inves-
tigated. The metamaterial absorber can work in broad
incident angles for both TE and TM polarizations, which
can be applied in the areas of thermal absorption and
emission, photodetecting, light harvesting, and energy
conversion.
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Fig. 4. (Color online) (a), (b) Configurations of TE polariza-
tion and TM polarization. (c)–(f) Dependence of light absorp-
tion on the incident angle θ for different polarizations and
collision frequencies with f m � 0.14 in (c) and (d) and f m �
0.25 in (e) and (f).
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